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within the heated space; however, the
term does not include a warm air fur-
nace.

Automatic flue damper means a device
installed in the flue outlet or in the
inlet of or upstream of the draft con-
trol device of an individual, automati-
cally operated, fossil fuel-fired appli-
ance that is designed to automatically
open the flue outlet during appliance
operation and to automatically close
the flue outlet when the appliance is in
a standby condition.

Automatic vent damper means a device
intended for installation in the venting
system of an individual, automatically
operated, fossil fuel-fired appliance ei-
ther in the outlet or downstream of the
appliance draft control device, which is
designed to automatically open the
venting system when the appliance is
in operation and to automatically close
off the venting system when the appli-
ance is in a standby or shutdown condi-
tion.

Intermittent ignition device means an
ignition device in which the ignition
source is automatically shut off when
the appliance is in an off or standby
condition.

Power venting means a venting sys-
tem that uses a separate fan, either in-
tegral to the appliance or attached to
the vent pipe, to convey products of
combustion and excess or dilution air
through the vent pipe.

Warm air furnace means commercial
warm air furnace as defined in §431.72.

[70 FR 60418, Oct. 18, 2005, as amended at 71
FR 71374, Dec. 8, 2006]

TEST PROCEDURES [RESERVED]
ENERGY CONSERVATION STANDARDS

§431.246 Energy conservation stand-
ards and their effective dates.

A unit heater manufactured on or
after August 8, 2008, shall:

(a) Be equipped with an intermittent
ignition device; and

(b) Have power venting or an auto-
matic flue damper. An automatic vent
damper is an acceptable alternative to
an automatic flue damper for those
unit heaters where combustion air is
drawn from the conditioned space.

[70 FR 60418, Oct. 18, 2005, as amended at 71
FR 71374, Dec. 8, 2006]

10 CFR Ch. Il (1-1-10 Edition)

Subpart O—Commercial Prerinse
Spray Valves

SOURCE: 70 FR 60418, Oct. 18, 2005, unless
otherwise noted.

§431.261 Purpose and scope.

This subpart contains energy con-
servation requirements for commercial
prerinse spray valves, pursuant to sec-
tion 135 of the Energy Policy Act of
2005, Pub. L. 109-58.

§431.262 Definitions concerning com-
mercial prerinse spray valves.

Basic model means, with respect to
commercial prerinse spray valves, all
units of a given type of commercial
prerinse spray valve (or class thereof)
manufactured by one manufacturer and
which have the identical flow control
mechanism attached to or installed
within the fixture fitting, or the iden-
tical water-passage design features
that use the same path of water in the
highest flow mode.

Commercial prerinse spray valve means
a handheld device designed and mar-
keted for use with commercial dish-
washing and ware washing equipment
that sprays water on dishes, flatware,
and other food service items for the
purpose of removing food residue be-
fore cleaning the items.

[70 FR 60418, Oct. 18, 2005, as amended at 71
FR 71374, Dec. 8, 2006]

TEST PROCEDURES

§431.263 Materials incorporated by
reference.

(a) General. The Department incor-
porates by reference the following test
procedure into subpart O of part 431.
The Director of the Federal Register
has approved the material listed in
paragraph (b) of this section for incor-
poration by reference in accordance
with 5 U.S.C. 552(a) and 1 CFR part 51.
Any subsequent amendment to this
material by the standard-setting orga-
nization will not affect the DOE test
procedures unless DOE amends its test
procedures. The Department incor-
porates the material as it exists on the
date of the approval by the Federal
Register and a notice of any change in
the material will be published in the
FEDERAL REGISTER.
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